


The Arborflor solid wood and engineered wood flooring
ranges bring together the highest quality timber species

with the latest technical innovations. 

The range is expertly machined from legally sourced
European Oak, to provide a choice of flooring solutions

that will transform and complement any interior.

Simple and straightforward to install and complete with
a 25 year guarantee you can rest easy that your new

Arborflor flooring will last for decades to come.

02. Introduction

03. Construction

04. Solid wood flooring range

06. 18mm engineered flooring range

08. 14/15mm engineered flooring range

10. Accessories
FSC certification relates to the 15x207mm and 
14x180mm engineered wood flooring ranges only.

*25 year manufacturers guarantee relates to
structure of board, ask for full terms and
conditions.
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Solid wood flooring creates a feeling of
ambience and warmth like no other, over time

and through natural use actually becoming more
and more unique. Your solid wood floor will give

warmth and style valued by generations.

A range of fully finished products is available
including lacquered or brushed & oiled. 

With a wide range of applications solid wood
flooring will bring out the very best in 

any interior.

Made with a real wood surface layer, providing all the
visual qualities of wood, with the added benefit of a
ready to finish or fully finished surface for an instant

and distinctive flooring solution. 

Arborflor engineered oak flooring also incorporates a
range of structural boards that can be laid directly onto

joists, plus our engineered products have the added
benefit in that they can be used with underfloor

heating.

Manufactured to the highest standards, Arborflor
engineered oak flooring incorporates several layers of
material, which are bonded together under extreme

pressure. The base structure design improves stability,
increases the floor’s durability and ensures quick 

and accurate installation.

Ideal for both the home or commercial applications,
engineered flooring incorporates the latest easy fit

joint systems providing you with a highly attractive,
strong and secure floor.

Arborflor Engineered Oak Flooring

Arborflor Solid Oak Flooring

Construction:

1. Lacquered or brushed & oiled surface finish
2. 100% solid oak, legally sourced
3. Stress grooves

Construction:

1. Various pre-finished and unfinished options available
2. 100% solid wood decorative wear layer
3. Highly stable multi-ply or softwood core
4. Easy to install click or tongue and groove fixing systems
5. Durable backing balance board
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SOLID WOOD
OAK FLOORING

18x120mm Solid Lacquered Oak
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Arborflor solid oak flooring is machined from ethically sourced rustic grade
European Oak, which is lively and full of character. High quality finishes ensure
durability and excellent appearance.

Available with a lacquered or brushed and oiled finish to suit any interior, Arborflor
solid oak flooring comes complete with a 25 year guarantee for peace of mind.

Tongue and groove installation system  |  Highly durable and low maintenance

18mm thick, 120mm wide  |  Random lengths  |  2.64 sqm pack† size  |  25 year manufacturers 

warranty for domestic use  |  Can be re-sanded and re-finished up to six times

Arborflor Solid Oak Flooring

Brushed & Oiled Oak

Lacquered Oak

Arborflor. 05

18x120mm range (Random lengths of 400-1500mm  |  2.64 sqm pack† size)

*25 year manufacturers guarantee relates to structure of board, 
ask for full terms and conditions. †Pack sizes may vary.



ENGINEERED
OAK FLOORING
18mm range
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18x150mm Engineered Lacquered Oak
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Arborflor engineered oak flooring provides simple installation via a variety of fitting
options including glued, floated, nailed or screwed to a sub-floor. This premium
18mm engineered flooring solution quickly provides a structural grade floor and 
is also suitable for use with underfloor heating.

Available in two widths and a range of finish options, all complete with a 25 year
guarantee for peace of mind.

Tongue and groove installation system  |  Highly durable and low maintenance

Suitable for use with underfloor heating  |  Structural grade floor  |  25 year manufacturers 

warranty for domestic use

Arborflor 18mm Engineered Oak Flooring

18x189mm range (1860mm lengths  |  1.757 sqm pack† size)
Note. To aid installation each pack contains a single 1.86m length cut in two (differing lengths)

Lacquered Oak Brushed & Oiled Oak Unfinished Oak

18x150mm range (random lengths of 600-1600mm  |  1.65 sqm pack† size)

Lacquered Oak Brushed & Oiled Oak Smoked Oak

Lacquered Oak
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*25 year manufacturers guarantee relates to structure of board, ask for full terms and conditions.

**fixed joists up to 400mm centres.   ***Please refer to manufacturers guidelines. †Pack sizes may vary.



ENGINEERED
OAK FLOORING
14/15mm range

08 Arborflor. 

14x180mm Oiled & Beveled Oak



Featuring an innovative glueless click system Arborflor’s 14/15mm range of engineered oak flooring is 
one of the easiest to install. The flooring can be glued but can also be floated over an underlay with a damp
proof membrane. Arborflor’s 14/15mm engineered oak flooring provides an easy and relatively quick 
way for anyone to install a fantastic real wood floor.

Available in two widths and a range of finish options, all complete with a 25 year guarantee 
for peace of mind.

Innovative glueless click installation system  |  Highly durable and low maintenance

Suitable for use with underfloor heating  |  25 year manufacturers 

warranty for domestic use |  Can be re-sanded numerous times

Arborflor 14/15mm Engineered Oak Flooring

14x180mm range (1800 / 2200mm lengths  |  2.26 / 2.77 sqm pack† size)

Lacquered Oak 1-Strip Oiled & Beveled Oak 1-Strip

15x207mm range (2200mm lengths  |  3.18 sqm pack† size)

Lacquered Oak 3-Strip Oiled Oak 3-Strip Brushed Oak & Cherry Oil 3-Strip
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*25 year manufacturers guarantee relates to structure of board, ask for full terms and conditions.

***Please refer to manufacturers guidelines. †Pack sizes may vary.








