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European Oak Solid Plank Flooring
Enjoy the beauty of seasoned oak, carefully
selected from sustainable sources.
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• 20mm thick oak planks offer a hardwearing 
solution for both domestic and commercial applications

• Computer controlled drying for maximum dimensional stability

• Tongue and groove jointing on all four sides for 
accuracy and ease of installation

• Chamfered edge softens appearance

• Differing plank lengths give historical accuracy

• Available in Lacquered, Oiled and Brushed & Oiled finishes

• Full range of aftercare products available



For further details please contact your local branch of Howarth Timber:

Email: info@howarth-timber.co.uk

Visit our web site:
www.howarth-timber.co.uk

Dimensions:
Thicknesses - 20mm

Width - 157mm (150mm lay)

Lengths - Random lengths of between 500mm to 2350mm

Finishes - Lacquered - Multi-layer Satin Matt UV Acrylic finish makes your floor hygienic, 
easy to care for and offers excellent protection even during heavier use.
Oiled - Accentuates the natural look and feel of your floor allowing the wood to breathe 
and giving maximum protection to the surface in a completely ecological manner.
Brushed and Oiled - Brushing enhances the grain to provide a typically rustic wood 
texture, whilst at the same time providing you with an extremely hard-wearing floor.

This product is not suitable for under floor heating.

Elastilon 
The flooring can be installed on timber, glued or on
Elastilon - a new floating base material. 
When Elastilon is used, the planks are installed row-by-
row on this special self-adhesive and fabric net material.
The product reduces footfall sound and maintains 
the integrity of the joints throughout climatic changes.

Torus Sections
Code 5098: 165mm x 18mm, Code 5101: 120mm x 18mm,
Code 5102: 70mm x 18mm.

Other mouldings are available to order including Ogee and
Pencil skirting and architrave, door sets and
windowboards. Please ask for details and minimum order
quantities.

Veneers
Oak & Ash, other veneers are also available to order
including Cherry, Maple, Beech, Pine and Sapele. 
Please ask for details.

Lengths
5101 & 5098 are available in 3600mm lengths.
5102 is available in 2400mm lengths.

Type of MDF Used - Moisture Resistant MDF.

Glue Quality - EVA Hotmelt adhesive..

Finishes
Lacquers - Standard waterbased lacquer with 
20% sheen level.
3 coats of lacquer are applied to polished mouldings.
Staining - Profiles can also be stained to match
requirements. Please contact us for further details. 5098 5101 5102
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Howarth Timber's Fibretrim natural and
natural plus range offers veneer wrapped MDF
Torus skirting and architrave in a natural
sanded veneer or a lacquered finish. 

The Fibretrim Natural range gives the
appearance of solid wood with all the benefits
of an mdf wrapped moulding. By using MDF,
the skirting and architrave is of a completely
stable construction which will not bow or
twist, whilst the veneer finish is free from
knots or defects and gives a consistent finish in
colour and woodgrain.

Also available...

Solid Plank
Flooring made to
your requirements
Supplied unfinished and machined to
the desired size, length and
specification you require. 
Arborflor ª Natural is available 
ex-stock in American White Oak in
widths of up to 225mm can also be
machined from other timbers to meet
your specific project needs

In addition we can also offer a full
range of hardwood skirting and
architrave sections to complement
your floor.

Please ask for brochure.


