HOWARTH TIMBER &
BUILDING SUPPLIES

PRODUCT PROFILE

Why you
should
choose Dooris
exterior doors

® Pre-finished, pre-hung
door sets ——

e Lower than the industry
standard u-values are achieved—
- ranging from 0.9W/m2K
for doors without glass and
1.4W/m?K for doors with
glass opening

¢ All models are ‘o
“Secured by Design” &
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(exceptions for certain P
glass details or designs)swscusayasignson

—

e Insulating hardened
glazing as standard

¢ Eight standard NCS-colours,
further colours are available -
as an option

* Lashing rain resistance and
draft-proof qualities (tested
by S.T.I. of Sweden)

* Models available as one and
a half or double door sets with
solid or glass side frame panels
as an option

* Side lights in the same
colour/wood are available
for all models

FACTS ABOUT DOORIA®
Dooria® is the leading
Scandinavian door developer
and manufacturer, with
production plants in Norway,
Sweden and U.K. Dooria®
provides a full range of exterior
and interior doors for private
homes, office buildings and
institutions.




Security built in as standard

All Dooria = external door sets are built to meet the highest specifications
for security and conform to the OSecured by DesignO requirements.

1. Standard properties: 2. Optionals:

¥ |Insulating glass
¥ Countless surface

options

Secured by Design
approved multi-point
locking system in

With over 70 basic design combi- three positions
nations to choose from, the door
for the individual is now available.

¥ Eight popular
NCS-colours in the
standard programme

¥ Full NCS-colour range
is optional

¥ Most models available
with pine or oak
veneer

¥ Insurance-approved
bifunctional double
cylinder OSafe at
home and secure

when awayO
Plus 40A1 Plus 40J1 , ,
¥ Solid construction 3. Six gl .
gives a rigid, . Six glass options:
stable door ¥ Clear ¥ Bubble
. . ¥ Cotswold ¥ Coloured
¥ Anti-theft hinges ¥ Leaded ¥ Textured

¥ Extra thick and
rigid door frames Model Plus 40B3 w/oak beadings

Typical Dooria ~ standard door-construction

Frame dimension 55x105 mm

Bellevue 8200 Beverly 6302 Weather-strip in door

Cellular foam S30 for optimum insulation

Aluminium sheet 0.5 mm

O

E D Decorative panelling

4 mm exterior quality HDF or veene

Standard HC hardwood threshol
n with minimum wear aluminium rail

Eight selected exterior colours as standard options or why not choose a colour to suit your own taste.

‘.pnoonlA OQ‘ ‘ ‘ ‘ ‘ ‘

White Yellow Brown Blue-green Green Blue Grey
NB! Due to print limitations, colours shown here are representative of actual door colour.

The doors that make the difference



