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Artificially aged with oil and lime,
Terhurne Legno Di Vita aged solid
oak flooring looks and feels genuinely
old and yet is manufactured to the
most stringent quality criteria.

A revolutionary finishing process
provides the ultimate surface
protection, giving a highly durable
and robust floor.

Legno Di Vita is the ideal solution
for both commercial and domestic
applications, new-build or
refurbishment, for high traffic areas
demanding exceptional durability
and where a premium quality
flooring solution is paramount to
the success of the project...

TERHURNE

the perfect flooring solution

¥ Manufactured from the finest solid
oak stock

¥ Artificially aged by a unique barrel
burnishing

¥ Computer controlled drying for
dimensional stability

¥ Precision engineered for optimal
dimensional accuracy and fit

¥ Inherent grain structures and knots

¥ Available in a choice of 2 width categories
¥ Varied plank lengths for authenticity

¥ 20 mm thick for stability and robustness
¥ High grade surface finish

¥ Exceptional durability

¥ Withstands stains

¥ Easily cleaned and maintained

¥ Can be secret nailed to joists, glued to
sub-floor or adhered to Elastion a
revolutionary underlay

¥ 8 stunning surface finishes

¥ |deal for commercial or domestic
applications

Oak Danish Blue

¥ The perfect solution for period
refurbishment projects

Surface finishes and dimensions:

Thickness: 20 mm
Lengths: 500 mm to 2,450 mm

Surface finishes and widths:

Choose from various width categories.
The delivery contains one width in the
selected category.

In the width categories 140 / 150 / 160 mm
and 170/ 180/ 190 / 200 mm the following
surface finishes are available:

Nature, Nature White, Smoked, Smoked White,
Deep Smoked, Coffee, Danish Blue, Antico.

Surface Antico is additionally available in width
categories 260 mm. We recommend taking
10% of the area as off-cut into consideration
when installing the planks, in order to achieve
an optimal pattern.

If Elastion is used, the planks are installed row
by row using the special self-adhesive underlay
material. Elastion reduces significantly, footfall
noise and the strength of the fabric mesh
reduces the danger of gaps forming.

Oak Antico

Oak Deep Smoked

Oak Smoked

Oak Coffee

For further details please contact your local branch of Howarth Timber:

Email: info@howarth-timber.co.uk

Visit our web site:
www.howarth-timber.co.uk




